
• 1, 3, 5 Section models 11 to 88 feet.
• Maintain a smooth & stone free surface.
• Increase seed germination.
• Increase yield & save your combine.

LAND ROLLER

Transport Diagonal Pull Arm

HARVESTFASTER
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Save Your Combine

Eliminate added expense and
downtime caused by rocks in
your field.

Water Fill Kit

Easily add water to increase
crushing down-force.

LEVELING BLADE

Cut rodent mounds flush and
roll sod flat.
Faster harvest speeds on
smoother fields.

PASTURE DOCTOR

Seed, pack and level over-
grown rodent mounds in a
single pass.

FEATURES&BENEFITS

• 4-way floating HD knuckles with 1 3/4” pins
• Hydraulic floating hitch (minimizes frame stress)
• Highway rated tires
• HD #213 bearings with 2 1/2” replaceable shafts

• Self-stowing transport safety locks
• Main transport tires act as packers between the

outer drums in field position on the 5 section model (Patented design)
• Acre Counter

STANDARD FEATURES:

OPTIONS:
• Patented Leveling Blade (up to 52’ wide)
• Water Fill Kit w/ 3” banjo couplings (up to 52’ wide)
• Factory Installed Valmar or Tecknic Seed Applicator (up to 52’ wide)


